Wire Mesh Container 2 At I

(W Series )

e Our post-galvanized wire mesh containers are galvanized after welding for a lifetime of rust resistance.
e Available hot dip galvanized.
e Custom Size Available.

Model | EXtemal Size (mm) | Interal Size (mm) | €| 4SSN | ST, capacity| SN |\ DESR Stackability
L w H L w H mm mm mm kg m? kg
K-1 830 | 530 @ 550 | 760 | 460 | 400 @ 4.8 |25%50 | 100 450 015 | 21 4
E-1 | 1030 | 840 | 850 | 950 | 760 | 700 & 4.8 |50%50 100 450 052 | 395 4
L-1 | 1030 | 840 | 850 | 950 | 760 | 700 | 6.0 |50X100| 100 800 0.52 46 4
L-2 | 1230 | 1040 900 | 1150 | 960 | 750 | 6.2 |50x100| 100 1000 0.84 62 4
L-4 | 1200 | 1164 | 1200 | 1100 | 1100 | 1040 | 62 [50x100| 100 1000 1.26 87.3 4
W-1 | 1030 | 840 | 850 | 950 | 760 | 700 @ 6.0 |50%x50 | 100 1300 0.52 51.5 4
W-2 | 1230 | 1040 | 900 | 1150 | 960 | 750 @ 6.2 |50%x50 | 100 1700 0.84 75.5 4
W-3 | 1030 | 840 | 500 | 950 | 760 | 350 @ 6.0 |50%50 | 100 800 0.26 39.5 4
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